LESSON 1 AN FCC- 100(V) 7 & 9X GETTI NG STARTED
USI NG THE FRONT PANEL ASSEMBLY

| F PASSWORD PROTECTI ON HAS BEEN ENABLED W TH AN UNKNOWN

PASSWORD, | T CAN BE OVERRI DEN FOLLOW NG THE STEPS LI STED
BELOW
STEP OPERATOR ACTI ON VESSAGE SELECT
DI SPLAYED
1 Turn “ON’ the AN FCC 100. I NI TI ALI ZI NG

Then the display changes to
the SWREV LEVEL (version
nunber). Wthin four (4)
seconds after the change from
SWREV LEVEL to I NI TIALI ZI NG
the user presses in this
order:

PREV ENTRY
STORE

NEXT ENTRY
RESTART

| f the Password was
successfully Overridden the
di splay will show Password

Overri dden.

SWREV LEVEL 12.3

PASSWORD OVERRI DDEN

PROGRAM PORTS 1 THROUGH 16 FOR THE UNUSED MODE OF
OPERATI ON AND THE CAU CONFI GURATI ON FOR DI SABLED.

STEP OPERATOR ACTI ON VESSAGE SELECT
DI SPLAYED

1 Press the RESTART key.

2 Press the NEXT ENTRY b key. ACTI VATE

3 Press the NEXT ENTRY b key. EXAM NE

4 Press the NEXT ENTRY b key. CONFI GURE CONFI GURE
(Sel ect CONFI GURE using the
DOM 3 arrow key).




LESSON 1 AN FCC- 100(V) 7 & 9X GETTI NG STARTED
USI NG THE FRONT PANEL ASSEMBLY

STEP OPERATOR ACTI ON VESSAGE SELECT
DI SPLAYED

S Sel ect OFFLI NE using the DOMW R OFFLI NE OFFLI NE
arrow key.

6 Sel ect A-CONFI G using the DO R | A CONFI G A- CONFI G
arrow key.

7 | f selection displayed is not SYSTEM PORT 1
PORT 1, then scroll through the
options by pressing the NEXT PORT 1

ENTRY P key until PORT 1 is
di spl ayed. (Select PORT 1 using

the DOMN 3 arrow key).

| f selection displayed is not UNUSED UNUSED
UNUSED, then scroll through the
options by pressing the NEXT
ENTRY P key until UNUSED is
di spl ayed. (Sel ect UNUSED usi ng

the DOMN 3 arrow key).

Press STORE to “save” this PORT 1
UNUSED PORT 1 CONFI GURATI ON.
Notice that PORT 1 is now
f I ashi ng.

10

Press the NEXT ENTRY P key. PORT 2 PORT 2
Notice that PORT 2 is now
flashing. (Select PORT 2 using

the DOMN 3 arrow key).

11

| f selection displayed is not UNUSED UNUSED
UNUSED, then scroll through the
options by pressing the NEXT
ENTRY b key until UNUSED is

di spl ayed. (Sel ect UNUSED usi ng
the DOMN 3 arrow key).

12

Press STORE to “save” this PORT 2
UNUSED PORT 2 CONFI GURATI ON.
Notice that PORT 2 is now
f I ashi ng.

13

Press the NEXT ENTRY b key. PORT 3 PORT 3
Notice that PORT 3 is now
flashing. (Select PORT 3 using

the DOMN 3 arrow key).
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STEP

OPERATOR ACTI ON MESSACGE SELECT
DI SPLAYED

14

| f selection displayed is not UNUSED UNUSED
UNUSED, then scroll through the
options by pressing the NEXT
ENTRY b key until UNUSED is

di spl ayed. (Sel ect UNUSED usi ng
the DOMN 3 arrow key).

15

Press STORE to “save” this
UNUSED PORT 3 CONFI GURATI ON.
notice that PORT 3 is flashing.

16

“ REPEAT” STEPS 13 through 15 for
PORTS 4 t hrough 16.

17

Press the NEXT ENTRY b key CAU CAU
until CAU i s displayed.

(Sel ect CAU using the DOM 3
arrow key).

18

Then scroll through the options DI SABLED DI SABLED
by pressing the NEXT ENTRY b ENABLED
key until DI SABLED is displ ayed.
(Sel ect DI SABLED usi ng the DOMN

3 arrow key).

19

Press STORE to “save” this CAU
CONFI GURATI ON.

20

Press the RESTART key.

END OF AN FCC-100(V)7 & 9X PORTS 1 THROUGH 16
UNUSED AND CAU DI SABLED CONFI GURATI ONS.
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The NEXT ENTRY P key neans “NO
you DO NOT want this sel ection.

The DN ENTRY [3 key neans “ YES’
you WANT this sel ection.

RESTART returns the front panel
assenbly to Operate node,
canceling the command In

pr ogr ess.




